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ACCESSORIES FOR NGE® DRIPPERS

SPIDER STAKE

ADAPTERS

MICROTUBE (reels and pre-cut pieces)

Opening to observe if the drip line 
is active

Robust structure resistant to UV rays and ag-
gressive chemical agents

It is reliable even with low 
quality water

Strong ribs to hold its 
shape during insertion

It maintains its stiffness without breaking

EACH COMPONENT IS DESIGNED TO ENSURE EASE OF 
USE AND DURABILITY 

FOR SINGLE OUTLET SPIDER 

(A)	90° Grey Barbed Stake
		  IPST0301BQ-G*
	
		  90° Black Barbed Stake
		  IPST0301BQ-B*

FOR MULTIPLE OUTLET 
SPIDER STAKES
 
(B)	180° Grey Turbulent Flow Stake
		  IPST0301-G
	
		  180° Black Turbulent Flow Stake
		  IPST0301-B

(C)	90° Grey Turbulent Flow Stake
		  IPST0301Q-G

		  90° Black Turbulent Flow Stake
		  IPST0301Q-B

*The barbed stakes must be used with the 
Black and White Spider single outlet to avoid 
back-pressure problems.

(A)

(B)

(C)

ADAPTERS

(A) 1-outlet adapter
      straight	 IT-FBST1
(B) 2-outlet adapter
      Tee		  IT-FBST2

(C) 4-outlet adapter
 	 Cross 	 IT-FBST4
(D) 1-outlet adapter
	 Elbow	 IT-FBST1E
(E) 2-outlet adapter
	 Male	 IT-FBST2-MA

(A) (B) (C) (D) (E)

(3mm ID - 5mm OD)

Reel of white microtube 500 m	 IT-EHD503PEVAW
Reel of black microtube 500 m	 IT-EHD503PEVA
60 cm pre-cut black microtube	 SFHT0332-24
80 cm pre-cut black microtube	 SFHT0332-30
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Code	 Dripper	 Adapter	 Microtube	 Stake
1-OUTLET WHITE SPIDER WITH NGE® DRIPPER ON THE PRE-ASSEMBLED SYSTEM				  
IT-DSW-02-3ALQB-60	 NGE AL 2 l/h Barbed fitting	 -	 1 x 60 cm White	 1 90° Grey Barbed Stake
IT-DSW-02-3ALQB-80	 NGE AL 2 l/h Barbed fitting	 -	 1 x 80 cm White	 1 90° Grey Barbed Stake
1-OUTLET WHITE SPIDER WITHOUT ADAPTER				  
IT-DBS1WQBZ-80	 -	 -	 1 x 80 cm White	 1 90° Grey Barbed Stake
1-OUTLET WHITE SPIDER				  
IT-DBS1WQBX-60	 -	 1-outlet straight	 1 x 60 cm White	 1 90° Grey Barbed Stake
IT-DBS1WQBX-80	 -	 1-outlet straight	 1 x 80 cm White	 1 90° Grey Barbed Stake
2-OUTLET WHITE SPIDER				  
IT-DBS2WQTX-60	 -	 2-outlet Tee:	 2 x 60 cm White	 2 x 90° Grey Turbulent Flow Stakes
IT-DBS2WQTX-80	 -	 2-outlet Tee:	 2 x 80 cm White	 2 x 90° Grey Turbulent Flow Stakes
IT-DBS2WSTX-80	 -	 2-outlet Tee:	 2 x 80 cm White	 2 x 180° Grey Turbulent Flow Stakes
IT-DBS2WQBX-60	 -	 2-outlet Tee:	 2 x 60 cm White	 2 x 90° Grey Turbulent Flow Stakes
IT-DBS2WSTX-80	 -	 2-outlet Tee:	 2 x 80 cm White	 2 x 180° Grey Turbulent Flow Stakes
4-OUTLET WHITE SPIDER				  
IT-DBS4WQTX-60	 -	 4-outlet Cross	 4 x 60 cm White	 4 x 90° Grey Turbulent Flow Stakes
IT-DBS4WQTX-80	 -	 4-outlet Cross	 4 x 80 cm White	 4 x 90° Grey Turbulent Flow Stakes
IT-DBS4WSTX-80	 -	 4-outlet Cross	 4 x 80 cm White	 4 x 180° Grey Turbulent Flow Stakes
				  
1-OUTLET BLACK SPIDER WITHOUT ADAPTER				  
IT-DBS1KQBZ-80	 -	 -	 1 x 80 cm Black	 1 x 90° Black Barbed Stake
1-OUTLET BLACK SPIDER				  
IT-DBS1KQBX-60	 -	 1-outlet straight	 1 x 60 cm Black	 1 x 90° Black Barbed Stake
IT-DBS1KQBX-80	 -	 1-outlet straight	 1 x 80 cm Black	 1 x 90° Black Barbed Stake
2-OUTLET BLACK SPIDER				  
IT-DBS2KQTX-60	 -	 2-outlet Tee:	 2 x 60 cm Black	 2 x 90° Black Turbulent Flow Stakes
IT-DBS2KQTX-80	 -	 2-outlet Tee:	 2 x 80 cm Black	 2 x 90° Black Turbulent Flow Stakes
IT-DBS2KSTX-60	 -	 2-outlet Tee:	 2 x 60 cm Black	 2 x 180° Black Turbulent Flow Stakes
IT-DBS2KSTX-80	 -	 2-outlet Tee:	 2 x 80 cm Black	 2 x 180° Black Turbulent Flow Stakes
4-OUTLET BLACK SPIDER				  
IT-DBS4KQTX-60	 -	 4-outlet Cross	 4 x 60 cm Black	 4 x 90° Black Turbulent Flow Stakes
IT-DBS4KQTX-80	 -	 4-outlet Cross	 4 x 80 cm Black	 4 x 90° Black Turbulent Flow Stakes
IT-DBS4KSTX-60	 -	 4-outlet Cross	 4 x 60 cm Black	 4 x 180° Black Turbulent Flow Stakes
IT-DBS4KSTX-80	 -	 4-outlet Cross	 4 x 80 cm Black	 4 x 180° Black Turbulent Flow Stakes

Codification

BLACK AND WHITE SPIDERS

FEATURES
–	 Precise and accurate delivery

–	 Available in three configurations with 1, 2 or 4 outlets

-	 The models with 1 outlet are available with and without adapter, 
respectively for NGE® dripper with Male or Barbed outlet.

–	 Available with 60 or 80 cm long microtubes

–	 Easily installed on NGE® drippers with male adapter (-MA) or barbed 
adapter (-3)

–	 3 x 5 mm Microtube

–	 Also available in the version with black microtube and stake.

Starting from an in-line dripper, the Spider sets 
allow to distribute the water directly into the pots.

 Stakes with inlet filter which 
prevents the entry of impurities (for 
two-outlet models)

     Sturdy tip stake for greater 
durability


