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SDI SYSTEM
FERRARA, ITALY

The SDI system covers 30 ha in the area of
Ferrara, Italy. During 2020, the first 2 sectors, have
been completed (10 ha).

The remaining irrigation sectors will be completed
within 2022.

The system is equipped with Aqua-Traxx® PBX
22 mm diameter, 15 mil wall thickness, 1,14 I/h emitter
(at 0,7 bar) 50 cm spacing.
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SDI SYSTEM
FERRARA, ITALY

» Tape depth: 40 cm

 Distance between laterals: 100 cm

* Precipitation rate: 2 mm/h

« Sectors: 6

« Max. Irrigation duration: 4 h per sector

« Max. Application rate: 8 mm / day - 56 mm / week
« Max. System Flow rate: 31 I/s (112 m3/h)
» Air Release Valves

* Mazzei AirJectors

« Sand Media Filtering Station

» Automation




SDI SYSTEM
FERRARA, ITALY

' - f,"? R
“.’.."a ‘2. :;# , :4: ¥

J § m.&’é N Rt




= >
3
Av\wl
o3
o

? &
4
]
[

SYSTEM INSTALLATION
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SYSTEM INSTALLATION
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Air Release Mazzei AirJection Tape connection
Valves to sub-mains
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